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VOC-EC

Product specification

Number：VOC-HR

Hardware version：VOC-HRV012

Software version ：VOC-HRV004
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VOC-HR electrochemical methanal sensor

 1.Product description

VOC-HR methanal sensor is electrode electrochemical type , sample gas diffuse into sensor .VOC-HR

sensor has good sensitive to methanal ,sensor also have reaction to alcohols,Benzol , naphthaline.Sensor

has signal amplifier,single power supply ,convenient to acquire voltage output signal .

 2.Specification

1）Basic specification

Working temperature : -10 ~ +40°C

Storage temperature : -20 ~ + 60°C

Working humidity : 0 ~ 95%RH （non condensed）

Power supply：DC 3.3~5.0V

Output：UART_TTL

2）Measurement specification

Measurement gas：methanal

Response time：＜30s

Measurement range：0-3ppm

Accuracy：±5%FS

Resolution：0.01ppm

Lifespan：≤2years

3）Electrical specification

https://www.baidu.com/link?url=l3jw3y5kOHkciwc5m9MfCGmaV-6OE8xgR1njGkp84KIEIFj3F1KIWdojTVQL0xbdsckCV1UXl8FbEwDPYgDwPIUpKQXEhxndl2PIBpch5Ga&wd=&eqid=956b108300024194000000025645541f
http://www.baidu.com/link?url=LEM7ikxGmIGXPgViRFFhBvkMSewa7UAYumLvQqbBw4JVlg6ShFIeie0EDiSfmnE6g-JeGkhl-dG3b7WwmrU0vpCAE3OSo5lDE7LDGTlLQecgCgAz9UNiz_-yNHckoYr6
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Input voltage：3.3~5.0VDC

Working current：< 10mA

4）I/O definition

Interface Name Function

1 +3.3~5.0V POWER SUPPLY INPUT

2 TXD UART-TX（SENDING）

3 RXD UART-RX（RECEIVING）

4 GND
POWER SUPPLY INPUT

（GND）

Note ：The connector used in sensor is A1251WV-S-4P，6Pin in pictures ，4Pin used in real application .



VOC-HR specification

4

 3.Temperature compensation coefficient curve

 4.Gas sensitive

Gas Across interface

Reference gas :methanal 100

NH3 0.0

water vapour 0.0

CO2 0.0

Acetone 0.0

Methyl ethyl ketone; 0.0

Benzol 0.0

Toluene 0.0

Methane 0.0

Acetic ether 0.0

Hydrogen 0.1

chlorine -3

Carbon monoxide 1

Phenol 8

http://www.baidu.com/link?url=18awGk_99oQ3K4-geZyACktMinEz2Swt37qYCiSXrMUyJ5eAuw8_HO2yGbDyStflLYmBao4oN89IPm1QyXJphJ_vp60s7w_mDk9dSzfF7B_
http://www.baidu.com/link?url=1mQo-Z1ml36btv-UoMfpBCFtgX-zx9zOb-Evk_vHwt4rsf1gTAb60Y9NDe9R9eWdkRkWj4Zc74-LYCgEzc7pUH4xFtgjz9OL9QaW9mb3ATHuJSfIr9KRclDsd6ILiRKi
http://www.baidu.com/link?url=jrXZLa4sNj_DhZwb6Jg_2SY97H9FdJd92k8qUEhiBGNqfeuUeJVjXzJFYn93jbI3M1iTSKzSzGQLNaIYBXGnEOeKXN2pqz_4DYELkRo_Tty
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SO2 12

Methanol ,Ethanol 50

 5.Note

1.Do not use this module applied in relating to the personal safety system

2.Do not use the module in high concentration organic gas for a long time

3.Sensor should be put into a place with good ventilation

 6.Contact

Phone ：400-860-1718 / 86-27-81628831

Add：Fenghuang Yuan No.3 Road, Fenghuang Industrial Park, Eastlake Hi-tech Development Zone, Wuhan

430205, China

Post code ：430205

Fax ：86-27-87401159

Http://www.gassensor.com.cn

E-mail:info@gassensor.com.cn


