
P=0.3 P=0.5 P=0.8 P=1.0 P=1.25 P=1.27 P=2.00 P=2.54

Pitch P Typical ±0.05 ±0.05 ±0.08 ±0.08 ±0.10 ±0.10 ±0.10 ±0.10

No. of Contacts 21~100 06~90 05~80 04~70 04~70 04~70 04~35 04~33

Total Pitch Pt Px(n‐1) ±0.05 ±0.05 ±0.08 ±0.08 ±0.12 ±0.12 ±0.12 ±0.12

Width W Px(n+1) ±0.12 ±0.12 ±0.15 ±0.15 ±0.20 ±0.20 ±0.20 ±0.20

Margin M P‐(Cw x 1/2) ±0.08 ±0.08 ±0.13 ±0.13 ±0.18 ±0.18 ±0.18 ±0.18

Conduct Width Cw Typical 0.2 0.3 0.5 0.65 0.8 0.8 0.8 1.27

Conduct Thickness Ct Typical

Total(Cable) Length L Typical

Strip Length S1/S2 Typical

Support Tape Length S3/S4 Typical

Terminal Thickness T Typical 0.2/0.3±0.05mm

Tolerance
Description Abbr. Formulation

0.035 / 0.05 / 0.1

Over 30mm

3/4/5/6

6/8/10/12/15


