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Order Method：

          

Serise No.    No.of pole   Color  Customer Request

P

Commonly used figures     1-3 Pin

Appearance

Pitch                6.0mm

Shape               LCP

Color                customer`s requirement

Material

Current（A)           10A

Electrical     IEC           UL1977

Voltag（V)  630V (12.0mm)           600V (12.0mm)
              320V(1P/2P/3P）         300V(1P/2P/3P） 

Conductor entry angle      0° to PCB

Conductor size（mm2)    0.5~1.5(solid&fine-stranded)

MECHANICAL

SMD contact    Pho.bronze， tin-plated

clamping unit  Pho.bronze， tin-plated

Connect method    SMT 

Temperature range      -40℃~+105℃

Package            in reel 

Stripped length        8.5-10.5mm

Wire connected quantity     1-3pcs

1 Replace 2061 connector is B07B,it has dependent button,and it 

could not break down after pressing repeatedly

2 while inserting wire,checking whether inserting wire 

properly,releasing matched with operation tools

3 Its shape will not modify,while going through the high 

temperature SMT wave-soldering

4 It will not fall off  because of the clip contact matching with 

the plastic parts more tightly

Features:

Conductor size（mm2)    AWG 20-16

    See annex            the 
technical drawing

Product name SMD Terminal 

Product type    B07B

Product Parameter:

Product Specifications



 乐清市斌成电子有限公司
YUEQING BINCHENG ELECTRONICS CO.,LTD

  SMD Terminal   B07B-1P
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  SMD Terminal   B07B-2P
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  SMD Terminal   B07B-3P
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  SMD Terminal   B07B-12.0
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ATTENTION
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